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Auto Intelligence Electronics

Current Consumption MAX:80mA
Sensor CMD-III, 1/4"
Resolution (TV LINES) 480
Minimum illumination 0 Lux
Angle 120°
Effective Pixels 656*492
TV System NTSC
Video output Full color video out:1.0Vp-p 75 (ohm) load
Working Voltage DC9-16V
Video Color Full color
IR Led Yes,Night Vision,10M effective distance
Water Proof IP67-1P68
BUSCAM'2O Operating Temperature -30C to+70C
Parking guard line On or Off Switchable
Image Mirror, Non mirror Switchable
Installation Instruction
Monitor MIRROR OR NON MIRROR OPTION:
1.DEFAULT SET UP:MIRROR IMAGE( BACK VIEW).
2.NON MIRROR IMGE(FRONT VIEW )WHEN CONNECTING THIS WIRE.
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PARKING GUARD LINE OPTION:
1.DEFAULT SET UP:ON.

Ity w L 2.CONNECTING THIS WIRE:OFF.
GND connect with @ 7 o Camera
ground on the right L f
side of car rear . Reversing lamp
Product specification (« ©
Auto Intelligence Electronics
Current Consumption MAX:80mA
Sensor CMD-III, 1 /4"
Resolution (TV LINES) 480
Minimum illumination 0 Lux
Angle 120°
Effective Pixels 656*492
TV System NTSC
Video output Full color video out:1.0Vp-p 75 (ohm) load
Working Voltage DC9-16V
Video Color Full color
IR Led Yes,Night Vision,10M effective distance
Water Proof IP67-1P68
BUSCAM'ZO Operating Temperature -30C to+70C
Parking guard line On or Off Switchable
Image Mirror, Non mirror Switchable
Installation Instruction
Monitor MIRROR OR NON MIRROR OPTION:
1.DEFAULT SET UP:MIRROR IMAGE( BACK VIEW).
2.NON MIRROR IMGE(FRONT VIEW )WHEN CONNECTING THIS WIRE.
Video Cable NEER

SACIw)

Power Cable

5

GND connect with
ground on the right
side of car rear

T2y
@
5

o

A
TN

Reversing lamp

=

PARKING GUARD LINE OPTION:

1.DEFAULT SET UP:ON.
2.CONNECTING THIS WIRE:OFF.
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